AUDIO

~

XLR CHASSIS CONNECTORS

3 PIN JL SERIES

Locking 3 pin connectors with
rugged metal shells for audio and
lighting control.

SPECIFICATIONS

PRODUCT
Gender: Male (I0-XLR3-M-JL)
Female (I0-XLR3-F-JL)

Contacts: 3

ELECTRICAL

Capacitance Between Contacts: < 2 pF
Capacitance Between Contact and Ground: < 2.1 pF
Contact Resistance: < 3 mQ

Insulation Resistance: = 5000 MQ

Dielectric Strength: 1500V @ 60s

Current Rating: 15 A/ 125V AC

Grounding: Separate ground contact to shell of
mating connector and panel

ENVIRONMENTAL

Standard Compliance: IEC 61076-2-103

UL Flammability: Meets UL 94 HB

Temperature Range: -40°C ~ +70° C (-40°F ~ +158°F)

TECHNOLOGIES®

IO-XLR3-M-JL  I0-XLR3-F-JL

MECHANICAL

Lifetime: > 1000 Mating Cycles
Wiresize (Male): 2.0mm Max O.D.
Wiresize (Female): 2.5mm Max O.D.
Wiring: Solder Contacts

Locking Device: Latch Lock
Mounting Direction: Front

Solderability: Complies with IEC
60068-2-20

MATERIAL

Pins: Brass (10-XLR3-M-JL)
Phosphor Bronze (I0-XLR3-F-JL)
Pin Plating: Silver

Grounding Terminal: Brass
Grounding Terminal Plating: Tin
Shell: Die Cast Zinc

Shell Finish: Nickel

Push Button: Die Cast Zinc

Push Button Finish: Nickel

Product specifications may change without prior notification
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I0-XLR3-F-JL g0 10-XLR3-M-JL

b PUSH 7 =
- 58
o wf = 37
oo oo| o ©
4‘}; 1| =] e e I ©
(=3 =y 3 —
(el 8
i o |
T
23.240.3 1940.1 4
23.24§ £ 190.1
25.a+0 - 21%0.2 | e
258203 26.3+0 2 2620.3

FEATURES & APPLICATIONS

JL Series XLR chassis connectors offer a sleek and robust
connection in a standard "J" Size shell. This series is perfect for
high-noise environments like permanent installations or
design-in applications where the termination method is solder
cups. The connectors have nickel plated Die cast zinc housing
which allows for great RF protection. They have precision
machined, one piece, silver plated contacts and a separate tin
plated ground pin which grounds to the connector housing and
panel. Available in either black or nickel housing and in 3 or 5
pin variations. The JL Series XLR chassis connectors help
prevent local RF interference from assisted listening, WiFi, and
other radio transmitters close to the connectors. When coupled
with quality shielded cables, a robust system for preventing the
intrusion of unwanted noises is created.
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PART NUMBER BREAKDOWN: STANDARDS & CLASSIFICATIONS

|O-XLR3-M-JL
Series |dentifier
|O-XLR3-M-JL
Number of Pins
|O-XLR3-M-JL
Gender

|O-XLR3-M-JL

Series Identifier

Product specifications may change without prior notification
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OCEAN CHIPS

OxreaH INeKTPOHMUKM
MocTaBKa 3ﬂeKTp0HHbIX KOMMOHEHTOB

Komnanusa «OkeaH DNEKTPOHMKM> MpEeAaraeT 3aK/Il04EHUE JONTOCPOYHbIX OTHOLLIEHMM NpU
MOCTaBKaX MMMOPTHbIX 3/1EKTPOHHbIX KOMMOHEHTOB HA B3aMMOBbIrOZHbIX YC10BMAX!

Hawwu npeumyliectsa:

- NlocTaBKa OpMrMHaIbHbIX UMMNOPTHbBIX 3/IEKTPOHHbIX KOMMOHEHTOB HanNpAMYy C NPOM3BOACTB AMEPUKM,
EBponbl M A3uK, a TaK e C KpYNHEMLIMX CKIaJ0B MMPa;

- LUnMpoKas sMHeMKa NOCTaBOK aKTUBHBIX M MACCMBHBIX MMMOPTHbBIX 3/1EKTPOHHbIX KOMMOHEHTOB (6onee
30 MJIH. HAMMEHOBAHUMN);

- MocTaBKa C/IOXKHbIX, AeDUUMUTHBIX, IM60 CHATLIX C NPOM3BOACTBA NO3ULMIA;

- OnepaTMBHbIE CPOKM NOCTABKM NOA 3aKa3 (0T 5 paboumx AHEN);

- JKCnpecc JoCTaBKa B 06YH0 TOYKY Poccuu;

- Momouwb KoHcTpyKTOpCKOro OTAena 1 KOHCynbTauumu KBaMPULUUPOBAHHBIX MHXEHEPOB;

- TexHM4ecKaa nogaepkka NpoeKTa, NomMollb B NoA6ope aHanoros, NocTaBka NPOTOTUNOB;

- [locTaBKa 3/1EKTPOHHbIX KOMMOHEHTOB NoJ, KOHTposiem BIT;

- CUcTeMa MeHeaXXMeHTa KayecTBa cepTudmumpoBaHa no MexayHapogHomy ctaHgapTy 1SO 9001;

- Mp1 HEO06XOAMMOCTH BCA NPOAYKLUMA BOEHHOIO M adPOKOCMMYECKOrO Ha3HaYeHMA NPOXoAUT

MCMbITaHMA M CEPTUMhMKALMIO B TaGOPATOPMM (MO COrIACOBAHMIO C 3aKa34YMKOM);
- MocTaBKa cneumanusmMpoBaHHbIX KOMMOHEHTOB BOEHHOMO M a3POKOCMMYECKOr0 YPOBHSA KayecTBa

(Xilinx, Altera, Analog Devices, Intersil, Interpoint, Microsemi, Actel, Aeroflex, Peregrine, VPT, Syfer,
Eurofarad, Texas Instruments, MS Kennedy, Miteq, Cobham, E2V, MA-COM, Hittite, Mini-Circuits,
General Dynamics u gp.);

KomnaHua «OkeaH JNEeKTPOHMKKU» ABNAETCA oduuMabHbIM AUCTPUOLIOTOPOM M SKCKJIHO3MBHbBIM
npesctasuteneM B Poccum ofHOrO M3  KpPYMHEMWMX MPOM3BOAMUTENIEM Pa3beEMOB BOEHHOMO W
A3pPOKOCMMYECKOro Ha3sHavyeHuMs <«JONHON», a Tak Xe oduuMaibHbiIM AUCTPUOBIOTOPOM MU
JKCK/II03MBHbIM nNpeacTaBuTenieM B Poccvn npousBoauTENA BbICOKOTEXHOIOMMYHBIX M HaAEXHbIX
peweHun ans nepeaaym CBY curHano «FORSTAR>.

«JONHON> (ocHosaH B 1970 T.)

PasbeMbl crneumanbHOro, BOEHHOMo M A3POKOCMHNYECKOIo
Ha3Ha4YeHHA:

JONHON (MpuMeHsOTCA B BOEHHOM, aBMALMOHHOM, a3POKOCMMYECKOM,

MOPCKOM, KeNe3HOAOPOXKHOM, TOpHO- M HedTeao6biBatoLLeN
0Tpac/AX NPOMbILLIEHHOCTH)

«FORSTAR> (ocHoBaH B 1998 r.)

BY coegmHmnTENN, KOAKCHaNbHbIE Kabenn

’ ) ®
KabenbHble COOPKM M MMKPOBONIHOBbIE KOMMOHEHTbI: FORS 'AR
L

(MpuMeHsaTCA B TEJIEKOMMYHMKAUMAX  FPaXXAaHCKOro M
cneuManbHOrO HasHayeHus, B cpeacTBax cBA3sM, PJIC, a TaK xe
BOEHHOM,  aBMALUMOHHOM M AdPOKOCMMYECKOM  OTpacisx
NPOMBILLNIEHHOCTH).

TenedoH: 8 (812) 309-75-97 (MHOroKaHasbHbIN)

dakc: 8 (812) 320-03-32

DNIeKTpPOHHas noyTa: ocean@oceanchips.ru

Web: http://oceanchips.ru/

Appec: 198099, r. CaHkT-leTepbypr, yn. KananHuHa, 4. 2, Kopn. 4, amT. A




