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■ MATERIALS■ SPECIFICATIONS

■ FEATURES

• 1.27 mm (0.050 in.) pitch contact arrangement in two
rows enables high-density mounting.

• Connectors with 34 to 96 contacts are available for
various purposes.

• Connectors with 68 contacts comply with SCSI III
interface.

• Connectors with 96 contacts comply with S-bus
interface.

• Each of the contacts on the female connector are
alternately inset for two-step coupling, significantly
reducing insertion force.

• Terminals are spaced in a four-row staggered
arrangement (2.54 mm × 1.905 mm) (0.100 in. × 0.075
in.) for easy PC board design.

• Insulation is UL-approved (94V-0).

Specifications

–55°C to +105°C

DC 1A

AC 240 V

30 mΩ max. (DC 6 V, 0.1 A)

1000 MΩ min. (DC 500 V)

AC 750 V for 1 minute

Number
of 34 48 68 96

contacts

Force 3.0 4.0 5.5 7.0

Number
of 34 48 68 96

contacts

Force 0.68 0.96 1.36 1.92

1.6 mm (0.063 in.)

Item

Operating temperature range

Current rating

Voltage rating

Contact resistance

Insulation resistance

Dielectric withstand voltage

Insertion force [kg max.]

Withdrawal force [kg min.]

Applicable PC board (standard)

Item

Insulator

Conductor

Plating

Materials

Polyester (UL94V-0)

Copper alloy

Contact

Terminal

Gold plating

Palladium plating

FOR BOARD-TO-BOARD CONNECTION

230 SERIES
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■ ORDERING CODE

39.10

FCN-234P096-G/0
FCN-234P096-G/Y
FCN-234P096-G/ZA

FCN-234J096-G/U1

■ APPLICATIONS

Board-to-board connection
• Vertical PCB connection

Socket

Plug

16
.6

 m
m

(0
.6

53
 in

.)

14
.5

 m
m

(0
.5

70
 in

.)

Socket

Plug

FCN-235P0        -G/0

FCN-234J0        -G/0

FCN-235P0        -G/0

FCN-234J0        -G/0

• Horizontal PCB connection

Plug Socket

7.
3 

m
m

(0
.2

87
)

FCN-235P0        -G/0

FCN-235J0        -G/0

• Parallel PCB connection

FCN-234P0        -G/0

FCN-234J0        -G/0

Plug

Socket

15
.0

 m
m

(0
.5

91
 in

.)

• Parallel board connection (for a connector with 96 contacts)

Board interval (mm (in.))

Mounting dimension

Part number

15.0

FCN-234P0XX-G/0

FCN-234J0XX-G/0

18.75

FCN-234P096-G/0
FCN-234P096-G/Y
FCN-234P096-G/ZA

FCN-234J096-G/UA
FCN-234J096-G/VA
FCN-234J096-G/Y

Plug

Socket

39.10 mm
(1.539 in.)

Plug

Socket

Plug

Socket

18.75 mm
(0.738 in.)

Plug

Socket

15.0 mm
(0.591 in.) 

FCN-23 4 P 068-G / 0
0: Mold type (standard)

Note: Straight types are also available, including SMT types.  See pages 36 and 37.

Plating
G: Gold plating

Number of contacts: 34, 48, 68, 96

Body P: Plug
J: Socket

Tail type 4: Straight
5: Right-angle

230 series connector

Fujitsu connector
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STRAIGHT PLUG
■ DIMENSIONS

7.
3

(0
.2

87
)

End terminal
B

A

C

No. 1

No. 2

No. 3

B

0.6 
(0.024)

9.
3

(0
.3

36
)

3.
4 

(0
.1

34
)

 5
.7

(0
.2

24
)

 2
.5

4
(0

.1
00

)

1.27 (0.050)

1.27 (0.050) 0.4 
(0.016)

1.95(0.077)

Unit: mm (in.)

■ MOUNTING HOLE LAYOUT

Unit: mm (in.)

■ PART NUMBERS AND DIMENSIONS

Dimensions: mm (in.)

A

31.63 (1.245)

40.52 (1.595)

53.22 (2.095)

71.00 (2.795)

B

20.32 (0.800)

29.21 (1.150)

41.91 (1.650)

59.69 (2.350)

C

24.69 (0.800)

33.58 (1.322)

46.28 (1.822)

64.06 (2.522)

Part number

FCN-234P034-G/0

FCN-234P048-G/0

FCN-234P068-G/0

FCN-234P096-G/0

Number of
contacts

34

48

68

96

End terminal

No. 1

No. 2No. 3

34 contacts

End terminal

No. 1

No. 2No. 3

48, 68 and 96 contacts

(Component side)

B ±0.1 (±0.004)

1.27 ±0.01 (0.50±0.004)

1.27 ±0.01 (0.50±0.004)

 1
.9

05
 ±

0.
1

 (0
.0

75
±0

.0
04

)

φ0.8 ±0.06

(φ0.031±0.002)

B ±0.1 (±0.004)

1.27 ±0.01 (0.50±0.004)

1.27 ±0.01 (0.50±0.004)

 1
.9

05
 ±

0.
1

 (0
.0

75
±0

.0
04

)

φ0.8 ±0.06

(φ0.031±0.002)
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FCN-234P096-G/* STRAIGHT PLUG — S-BUS
■ DIMENSIONS

Unit: mm (in.)

■ MOUNTING HOLE LAYOUT

Unit: mm (in.)

1.27(0.05)

59.69 ±0.01 (2.35 ±0.004)

1.27(0.05)

33.59 (1.32)

φ1
.5

7 
±0

.0
5

φ(
0.

06
 ±

0.
00

2 )

1.
90

5(
0.

07
5)

1.
90

5(
0.

07
5)

1.
90

5(
0.

07
5)

1st CONTACT POSITION

φ0.80 ±0.05

φ(0.031 ±0.002)

With
Post

71.00(2.80)

1.27 x (48-1) = 59.69
0.05 x (48-1) = 2.35

2.
54

(0
.1

0)

5.
70

(0
.2

2)

1.27(0.05)

1.27(0.05)

1.27 x (48-1) = 59.69
0.05 x (48-1) = 2.35

33.59(1.32)

φ1.20(0.05)

64.06(2.52)

7.
30

(0
.2

9)

1st CONTACT POSITION

9.
30

(0
.3

7)

1.905(0.075)

1.905(0.075)1.905(0.075)
0.40(0.02)

A
tsoPnoitaziraloP tsoPnoitaziraloP tsoPnoitaziraloP tsoPnoitaziraloP tsoPnoitaziraloP

B
htgneLdaeL htgneLdaeL htgneLdaeL htgneLdaeL htgneLdaeL

0/G-690P432-NCF 0 )31.0(4.3

AX/G-690P432-NCF )31.0(4.3 )11.0(8.2

Y/G-690P432-NCF )61.0(0.4 )31.0(4.3

■ PART NUMBERS AND DIMENSIONS
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FCN-234P096-G/ZA SMT PLUG
■ DIMENSIONS

1.27(0.05)

82.50(3.25)

77.47(3.06)

1.27 x (48-1) = 59.69
(0.05 x (48-1) = 2.35)

1.
73 2.
54

(0
.1

0)

7.
30

(0
.2

9)
8.

89
(0

.3
5)

1.27(0.05)
1.27 x (48-1) = 59.69
(0.05 x (48-1) = 2.35)

9.
30

(0
.3

7)

5.
00

(0
.2

0)

66.66(0.62)

64.06(2.52)

5.
70

(0
.2

2)

2.
75

(0
.1

1)

(REGISTRATION
POST POSITION)

(0
.0

7)
(2

.7
5)

(0
.1

1)

φ1.20
(φ0.47)

φ1.20
(φ0.47)

(REGISTRATION POST POSITION)
φ3.00
(φ0.12)

A

A

70.00(2.76)

5.50(0.217)

Unit: mm (in.)

1.27(0.050)

0.80(0.031)

77.47(3.05)

70.00(2.76)

1.27 x (48-1) = 59.69
(0.05 x (48-1) = 2.35)

1.
60

(0
.0

6)

1.
73

(0
.0

7)

5.
50

(0
.2

17
)

6.
64

(0
.2

5)

4 - f 1.35
(4 - f 0.053)

2 - φ 3.20
(2 - φ 0.13)

1.
60

(0
.0

63
)

6.46(0.25)

φ0.50
(φ0.02)φ1.20

(φ0.47)

8.94(0.35)

4.
20

(0
.1

7)
3.

90
(0

.1
5)

C 0.30
(C 0.01)

■ PCB PATTERN LAYOUT

Unit: mm (in.)

stcatnoCfo.oN rebmuNtraP

69 AZ/G-690P432-NCF

■ PART NUMBER
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■ PCB PATTERN PATTERN LAYOUT

Unit: mm (in.)

1.27(0.05)

82.50(3.25)

77.47(3.06)

1.27 x (48-1) = 59.69
(0.05 x (48-1) = 2.35)

1.
73 2.
54

(0
.1

0)

7.
30

(0
.2

9)
8.

89
(0

.3
5)

1.27(0.05)

1.27 x (48-1) = 59.69
(0.05 x (48-1) = 2.35)

9.
30

(0
.3

7)

5.
00

(0
.2

0)

64.06(2.52)

5.
70

(0
.2

2)

(0
.0

7)

φ3
.0

0(
φ0

.1
2)

A

A

66.66(2.62)

1.27(0.05)

0.80(0.031)

77.47(3.05)

1.27 x (48-1) = 59.69
(0.05 x (48-1) = 2.35)

1.
60

(0
.0

6)

6.
64

 
(0

.2
5)

2 
- φ

 3
.2

0(
0.

13
)

±0
.0

01 ±0
.0

8

6.46(0.25)

8.94(0.35)

4.
20

(0
.1

7)
3.

90
(0

.1
5)

C 0.30
(C 0.01)

Unit: mm (in.)

stcatnoCfo.oN rebmuNtraP

69 Z/G-690P432-NCF

FCN-234P096-G/Z SMT PLUG
■ DIMENSIONS

■ PART NUMBER
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No. 3 No. 2

No. 1

End terminal

34 contacts

No. 3 No. 2

No. 1

End terminal

(Mating side)
48, 68, and 96 contacts

±0.1  (±0.004 )B±0.1  (±0.004 )B

(Mating side)

(Component side)

1.27 ±0.1 (0.50±0.004)

1.27 ±0.1 (0.50±0.004)

1.27 ±0.1 (0.50±0.004)

1.27 ±0.1 (0.50±0.004)

1.
90

5 
±0

.1
 (0

.0
75

±0
.0

04
)

1.
90

5 
±0

.1
 (0

.0
75

±0
.0

04
)

φ0.8 ±0.06

(φ0.031±0.002)
φ0.8 ±0.06

(φ0.031±0.002)

RIGHT-ANGLE PLUG
■ DIMENSIONS

Unit: mm (in.)

■ MOUNTING HOLE LAYOUT

Unit: mm (in.)

■ PART NUMBERS AND DIMENSIONS

Dimensions: mm (in.)

A

31.63 (1.245)

40.52 (1.595)

53.22 (2.095)

71.00 (2.795)

B

20.32 (0.800)

29.21 (1.150)

41.91 (1.650)

59.69 (2.350)

C

24.69 (0.800)

33.58 (1.322)

46.28 (1.822)

64.06 (2.522)

Part number

FCN-235P034-G/0

FCN-235P048-G/0

FCN-235P068-G/0

FCN-235P096-G/0

Number of
contacts

34

48

68

96

A

No. 1

7.
3

(0
.2

87
)

No. 2

B

1.27 (0.050)

0.6 (0.024)

5.
7 

(0
.2

24
)

2.
54

(0
.1

00
)

End terminal

C

3.
4 

(0
.1

34
)

No. 3

18
.4

 (
0.

72
4)

10
.9

(0
.4

29
)

1.
90

5
(0

.0
75

)

0.
4 

(0
.0

16
)



230 Series

8Dimensions are in millimeters (inches)   www.fcai.fujitsu.comSpecifications
subject to change

End terminal

No. 1

No. 2

No. 3

34 contacts

End terminal

No. 1

No. 2

No. 3

48, 68, and 96 contacts

(Component side)

1.27 ±0.1 (0.50±0.004)
1.27 ±0.1 (0.50±0.004)

1.
90

5 
±0

.1
 

(0
.0

75
±0

.0
04

)B ±0.1 (±0.004)

φ0.8 ±0.06

(φ0.031±0.002)

1.27 ±0.1 (0.50±0.004)
1.27 ±0.1 (0.50±0.004)

1.
90

5 
±0

.1
 

(0
.0

75
±0

.0
04

)B ±0.1 (±0.004)

φ0.8 ±0.06

(φ0.031±0.002)

STRAIGHT SOCKET
■ DIMENSIONS

Unit: mm (in.)

■ MOUNTING HOLE LAYOUT

Unit: mm (in.)

■ PART NUMBERS AND DIMENSIONS

Dimensions: mm (in.)

A

31.63 (1.245)

40.52 (1.595)

53.22 (2.095)

71.00 (2.795)

B

20.32 (0.800)

29.21 (1.150)

41.91 (1.650)

59.69 (2.350)

C

24.69 (0.800)

33.38 (1.314)

46.08 (1.814)

63.86 (2.514)

Part number

FCN-234J034-G/0

FCN-234J048-G/0

FCN-234J068-G/0

FCN-234J096-G/0

Number of
contacts

34

48

68

96

A

No. 1

7.
3

(0
.2

87
)

No. 2

C

End terminal

No. 3

B

B

0.4
(0.016)

10
.7

(0
.4

21
)5

(0
.1

97
)

1.
8

(0
.0

71
)

5.715 (0.225)

5.
50

(0
.2

17
)

2.
54

(0
.1

00
)

1.27 (0.050)

1.27 (0.050)
1.905 (0.075)
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STRAIGHT SOCKET (RAISED MOUNTING TYPE) - STACK HEIGHT 18.75mm
■ DIMENSIONS

A

No. 1
No. 2

C
1.27 (0.050)

1.27 (0.050)

5.
5 

(0
.2

17
)B

7.
3 

(0
.2

87
)

No. 96

0.4 (0.016)

 5
 

(0
.1

97
)

14
.4

5
(0

.5
69

)

1.
5 

(0
.0

59
)

3.
4 

(0
.1

34
)

1.905
(0.075)

Unit: mm (in.)

■ MOUNTING HOLE LAYOUT

C ±0.1 (±0.004)

No. 1
No. 2

No. 96 1.27 ±0.05 (0.50±0.001) 1.27 ±0.05 (0.50±0.001)

 1
.9

05
 ±

0.
1

 (0
.0

75
±0

.0
04

)

Unit: mm (in.)

■ PART NUMBERS AND DIMENSIONS

Dimensions: mm (in.)

A

40.52 (1.595)

53.22 (2.095)

71.00 (2.795)

B

33.38 (1.314)

46.08 (1.814)

63.86 (2.514)

C

29.21 (1.150)

41.91 (1.650)

59.69 (2.350)

Part number

FCN-234J048-G/Y

FCN-234J068-G/Y

FCN-234J096-G/Y

Number of
contacts

48

68

96

STRAIGHT SOCKET (EXTENDED HEIGHT S BUS - STACK HEIGHT 39.1mm)
■ DIMENSIONS

Part number: FCN-234J096-G/U1
Number of contacts: 96 contacts

No. 2
No. 1

7.
30

(0
.2

87
)

71.00 (2.795)
63.86 (2.514)
59.69 (2.350)

5.
50

(0
.2

17
)

2.
54

(0
.1

00
)

No. 96

3.
30

 (
0.

13
0)

33.58 (1.322)
59.69  (2.350)

67.16 (2.644)

 5
.0

0
(0

.1
97

)
14

.4
5

(0
.5

69
)

3.
05

 (
0.

56
9)

2.
79

 (
0.

11
0)

5.18 (0.204)
Board lock

1.27 (0.050)

1.27 (0.050)0.4 (0.016)
0.4 (0.016)

1.905
(0.075) 1.905 (0.075)

1.905 (0.075) Unit: mm  (in.)

■ MOUNTING HOLE LAYOUT

No. 2
No. 1

No. 96

67.16 ±0.1  (2.644±0.004)

5.
18

 ±
0.

1 

(0
.2

04
±0

.0
04

)

59.69 ±0.1 (2.350±0.004)

33.58 ±0.1

(1.322±0.004)

1.27 ±0.1 (0.50±0.004)

1.27 ±0.1 (0.50±0.004) 1.
90

5 
±0

.1
 

(0
.0

75
±0

.0
04

)φ0.8  ±0.06

(φ0.031 ±0.002)

φ1.07  ±0.08

(φ0.031 ±0.042)

φ1.57  ±0.05

(φ0.062 ±0.002)

Unit: mm  (in.)
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71 (2.80)

1.27(0.05)

1.27(0.05)

63.86 (2.51)
59.69 (2.35)

5.
5(

0.
22

)

7.
3(

0.
29

)
33.59(1.32)

5.
00

(0
.2

0)
1.

5(
0.

06
)

59.69
(2.35)

2.
54

(0
.1

0)

1st CONTACT POSITION

0.40(0.02)

"A"
C B

1.905(0.075) 1.905(0.075)

0.40(0.02)

Unit: mm (in.)

1.27(0.05)

59.69 ± 0.1 (2.35 ±0.004)

1.27(0.05)

33.59 (1.32)

φ1.57  ±0.05

φ(0.06±0.002)

1.
90

5(
0.

07
5)

1st CONTACT POSITION

φ0.80 ±0.05

φ(0.031 ±0.002)

With
Post

1st CONTACT POSITION

1.
90

5(
0.

07
5)

1.
90

5(
0.

07
5)

FCN-234J096-G/* STRAIGHT-TYPE SOCKET — S-BUS
■ DIMENSIONS

■ MOUNTING HOLE LAYOUT

Unit: mm (in.)

■ PART NUMBERS AND DIMENSIONS
fo.oN
stcatnoC stcatnoC stcatnoC stcatnoC stcatnoC rebmuNtraP A B

htgneLdaeL htgneLdaeL htgneLdaeL htgneLdaeL htgneLdaeL
C

tsoPnoitaziraloP tsoPnoitaziraloP tsoPnoitaziraloP tsoPnoitaziraloP tsoPnoitaziraloP noitpircseD

69 O/G-690J432-NCF )124.0(7.01 )31.0(0.3 - .dtS

69 S/G-690J432-NCF )124.0(7.01 )31.0(0.3 )61.0(0.4 .dtS

69 Y/G-690J432-NCF )75.0(54.41 )31.0(0.3 - suB-S

69 AFT/G-690J432-NCF )75.0(54.41 )11.0(8.2 )31.0(4.3 suB-S

69 AU/G-690J432-NCF )75.0(54.41 )31.0(0.3 )31.0(4.3 suB-S
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FCN-234J096-G/VA SMT SOCKET
■ DIMENSIONS

Unit: mm (in.)

■ PC BOARD PATTERN

Unit: mm  (in.)

82.50(3.25)

77.47(0.35)

63.86(2.51)

59.69(2.35)
1.27(0.05)

1.
73

(0
.0

7)

φ3.00 (φ0.127)

14
.4

5(
0.

57
)

7.
30

(0
.2

9)

5.
50

(0
.2

2)

2.
54

(0
.0

1)

1.27(0.05) 1.27 x (48 – 1) = 59.69
(0.05 x (48-1) = 2.35

9.
90

(0
.3

5)

5.
00

(0
.0

2)

66.66(2.62)

2.
75

(0
.1

1) φ1.20 (φ0.047)
(Registration Position Post)

A

A

1st Contact Position

2.
75

(0
.0

11
)

φ1.20(φ0.047)
(Registration Position  Post)

70.00(2.76)

5.50(0.217)

4.
00

(0
.1

6)

φ0.50
(φ0.02)

φ120
(φ0.47)

3.06(0.32)

10.54(0.41)

1.
60

(0
.0

63
)

View-A-A

1.27(0.05)

0.80(0.031)

77.47(3.05)

70.00(2.76)

1.27 x (48-1) = 59.69
(0.05 x (48-1) = 2.35)

1
.6

0
(0

.0
6
)

1
.7

3
(0

.0
7
)

5
.5

0
(0

.2
1
7
)

6
.6

4
(0

.2
5
)

4
 -

 φ
 1

.3
5
(4

 -
 φ

 0
.0

5
3
)

2
 -

 φ
 3

.2
0
(2

 -
 φ

 0
.1

3
)

stcatnoCfo.oN rebmuNtraP
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No. 1

No. 3

No. 2

End terminal

34 contacts

(Mating side)

48, 68, and 96 contacts

No. 1

No. 3

No. 2

End terminal
(Mating side)

(Component side)

±0.1  (±0.004 )B

1.27 ±0.1 (0.50±0.004)

1.27 ±0.1 (0.50±0.004)

1.
90

5 
±0

.1
 

(0
.0

75
±0

.0
04

)

φ0.8 ±0.06

(φ0.031±0.002)
φ0.8 ±0.06

(φ0.031±0.002)

5.5
(0.217) 

10
.2

(0
.4

02
)

A

B

0.4 (0.016)

2.
54

 (
0.

10
0)

7.
3

(0
.2

87
)

No. 2
No. 1

No. 3
3.

4 
(0

.1
34

)

End terminal

C

5
(0

.1
97

)

17
.7

(0
.6

97
)

1.27 (0.050)

1.
90

5
(0

.0
75

)

RIGHT-ANGLE SOCKET
■ DIMENSIONS

Unit: mm  (in.)

■ MOUNTING HOLE LAYOUT

Unit: mm  (in.)

■ PART NUMBERS AND DIMENSIONS

Dimensions: mm (in.)

A

31.63 (1.245)

40.52 (1.595)

53.22 (2.095)

71.00 (2.795)

B

20.32 (0.800)

29.21 (1.150)

41.91 (1.650)

59.69 (2.350)

C

24.69 (0.800)

33.38 (1.314)

46.08 (1.814)

63.86 (2.514)

Part number

FCN-235J034-G/0

FCN-235J048-G/0

FCN-235J068-G/0

FCN-235J096-G/0

Number of
contacts

34

48

68

96

FOR CABLE ASSEMBLY TOOL INFORMATION SEE PAGES 2-183 TO 2-190
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Океан Электроники
Поставка электронных компонентов 

Компания «Океан Электроники» предлагает заключение долгосрочных отношений при 

поставках импортных электронных компонентов на взаимовыгодных условиях! 

Компания «Океан Электроники» является официальным дистрибьютором и эксклюзивным 
представителем в России одного из крупнейших производителей разъемов военного и 
аэрокосмического назначения «JONHON», а так же официальным дистрибьютором и 
эксклюзивным представителем в России производителя высокотехнологичных и надежных 
решений для передачи СВЧ сигналов «FORSTAR». 

Наши преимущества: 

- Поставка оригинальных импортных электронных компонентов напрямую с производств Америки, 
Европы и Азии, а так же с крупнейших складов мира; 
- Широкая линейка поставок активных и пассивных импортных электронных компонентов (более 
30 млн. наименований); 
- Поставка сложных, дефицитных, либо снятых с производства позиций; 
- Оперативные сроки поставки под заказ (от 5 рабочих дней); 
- Экспресс доставка в любую точку России; 
- Помощь Конструкторского Отдела и консультации квалифицированных инженеров; 
- Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов;  
- Поставка электронных компонентов под контролем ВП; 
- Система менеджмента качества сертифицирована по Международному стандарту ISO 9001; 
- При необходимости вся продукция военного и аэрокосмического назначения проходит 
испытания и сертификацию в лаборатории (по согласованию с заказчиком);
- Поставка специализированных компонентов военного и аэрокосмического уровня качества 
(Xilinx, Altera, Analog Devices, Intersil, Interpoint, Microsemi, Actel, Aeroflex, Peregrine, VPT, Syfer, 
Eurofarad, Texas Instruments, MS Kennedy, Miteq, Cobham, E2V, MA-COM, Hittite, Mini-Circuits, 
General Dynamics  и др.); 

«JONHON» (основан в 1970 г.)

Разъемы специального, военного и аэрокосмического 
назначения: 
(Применяются в военной, авиационной, аэрокосмической, 
морской, железнодорожной, горно- и нефтедобывающей 
отраслях промышленности) 

«FORSTAR» (основан в 1998 г.) 

ВЧ соединители, коаксиальные кабели, 
кабельные сборки и микроволновые компоненты: 

(Применяются в телекоммуникациях гражданского и 
специального назначения, в средствах связи, РЛС, а так же 
военной, авиационной и аэрокосмической отраслях 
промышленности). 

Телефон:    8 (812) 309-75-97 (многоканальный) 
Факс:           8 (812) 320-03-32 
Электронная почта:    ocean@oceanchips.ru 
Web:      http://oceanchips.ru/ 
Адрес:   198099, г. Санкт-Петербург, ул. Калинина, д. 2, корп. 4, лит. А


