
 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Inspired LED’s new 2-Zone Independence Dimmer 
System combines the convenience of a plug-in power 
supply with the finished look of a hardwired system 
into one remarkable product. This unique product 
incorporates a radio frequency receiver module and a 
wireless energy-harvesting wall switch to control a 
variety of different lighting zones.  
 

 Compatible with 12V or 24V DC plug-in power supplies 

(not compatible with hardwire transformers) 

 Remote range up to 30 meters (16ft during pairing) 

 Available in 4 colors (white, light almond, ivory, black) 

 Includes optional surface mounting plate 

 Faceplate not included (fits standard 2.75” x 4.5” plates) 

 

 

 Compatible with Independence Dimmer 2.0 receivers 

(sold separately) 

 Wireless, energy harvesting technology (no batteries!) 

 Easy to sync with multiple receivers for versatile 

system design and zoned control  

 Smart memory function retains most recent settings 

 
 

 

 

 

Switch Part Number 

Dual Left Color 

Dual Switch 

Dual Left Color 
Single Switch 

WT- White 

BL- Black 

AL- Light Almond 

IV- Ivory 

Single Color 
Connector Option 

PI – Plug in – 3.5 x 1.3mm DC 

ST – Detachable Screw Terminal 

Switch Part Number 

ISG-xx 

Single Switch 

Independence Dimmer 

WT- White 

BL- Black 

AL- Light Almond 

IV- Ivory 

Dimmer Part Number 

Dual Switch 

Dual Right Color 

Connector Option 

ID-xx 

Single Color 

Specifications:  

Instructions: 

inspiredled.com              orders@inspiredled.com              (480) 941-4286  
 

To Clear Programming- 

1. Ensure power supply is plugged in and all LEDs are 

connected to the receiver.  

2. Press and hold the “PROGRAM” button which corresponds 

to the zone you’d like to clear. 

3. After 5 seconds, connected LEDs will turn off to indicate 

successful clearing of switches. 

To Use Switch- 

1. Click On: If LEDs are currently off, they will return to the 

most recent brightness level. If already on, LEDs will increase 

to maximum brightness. 

2. Click Off: If LEDs are currently on, they will quickly fade off. 

3. Hold Up: LEDs will increase to maximum brightness. 

4. Hold Down: LEDs will fade to minimum brightness. 

Product Features:  

     Independence Dimmer System 2.0 

 

Pairing Switches & Receivers (Cont’d)- 

5. Repeat steps 3-5 to program additional switches to ZONE 1. 

6. Next, connect cable from second set of LEDs to receiver 

input marked “ZONE 2”. Set receiver to learning mode by 

pressing the “PROGRAM 2” button once. 

7. Connected lights will dim and brighten to indicate active 

learning mode. Press desired switch up once to pair. 

SKU# 3884, 3885 (For use with SKU# 3882, 3883) 

 

 

 

 

 

 

Wireless Single & Dual-Paddle Switches 

 

Set-Up  

Power 

Supply 

Outlet Receiver 

Module 

Zone 1 LEDs 

OR 

Wireless  

Single 

Switch 

 

Wireless  

Dual 

Switch 

 

Zone 2 LEDs 

Pairing Switches & Receivers- 

1. Plug in power supply and connect directly to receiver input 

marked “POWER IN”. 

2. Connect cable from first set of LEDs to receiver input “ZONE 1”. 

3. Set receiver to learning mode by pressing the small 

“PROGRAM 1” button once. 

4. Connected lights will dim and brighten to indicate active 

learning mode. Press the desired wireless switch up once to 

pair, LEDs will hold full brightness when successfully paired 

(must be within 16ft of receiver for programming). 
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Океан Электроники
Поставка электронных компонентов 

Компания «Океан Электроники» предлагает заключение долгосрочных отношений при 

поставках импортных электронных компонентов на взаимовыгодных условиях! 

Компания «Океан Электроники» является официальным дистрибьютором и эксклюзивным 
представителем в России одного из крупнейших производителей разъемов военного и 
аэрокосмического назначения «JONHON», а так же официальным дистрибьютором и 
эксклюзивным представителем в России производителя высокотехнологичных и надежных 
решений для передачи СВЧ сигналов «FORSTAR». 

Наши преимущества: 

- Поставка оригинальных импортных электронных компонентов напрямую с производств Америки, 
Европы и Азии, а так же с крупнейших складов мира; 
- Широкая линейка поставок активных и пассивных импортных электронных компонентов (более 
30 млн. наименований); 
- Поставка сложных, дефицитных, либо снятых с производства позиций; 
- Оперативные сроки поставки под заказ (от 5 рабочих дней); 
- Экспресс доставка в любую точку России; 
- Помощь Конструкторского Отдела и консультации квалифицированных инженеров; 
- Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов;  
- Поставка электронных компонентов под контролем ВП; 
- Система менеджмента качества сертифицирована по Международному стандарту ISO 9001; 
- При необходимости вся продукция военного и аэрокосмического назначения проходит 
испытания и сертификацию в лаборатории (по согласованию с заказчиком);
- Поставка специализированных компонентов военного и аэрокосмического уровня качества 
(Xilinx, Altera, Analog Devices, Intersil, Interpoint, Microsemi, Actel, Aeroflex, Peregrine, VPT, Syfer, 
Eurofarad, Texas Instruments, MS Kennedy, Miteq, Cobham, E2V, MA-COM, Hittite, Mini-Circuits, 
General Dynamics  и др.); 

«JONHON» (основан в 1970 г.)

Разъемы специального, военного и аэрокосмического 
назначения: 
(Применяются в военной, авиационной, аэрокосмической, 
морской, железнодорожной, горно- и нефтедобывающей 
отраслях промышленности) 

«FORSTAR» (основан в 1998 г.) 

ВЧ соединители, коаксиальные кабели, 
кабельные сборки и микроволновые компоненты: 

(Применяются в телекоммуникациях гражданского и 
специального назначения, в средствах связи, РЛС, а так же 
военной, авиационной и аэрокосмической отраслях 
промышленности). 

Телефон:    8 (812) 309-75-97 (многоканальный) 
Факс:           8 (812) 320-03-32 
Электронная почта:    ocean@oceanchips.ru 
Web:      http://oceanchips.ru/ 
Адрес:   198099, г. Санкт-Петербург, ул. Калинина, д. 2, корп. 4, лит. А


