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Extraction Tool 1583237–1 (shown in Figure 1) is
designed to extract individual pin (post) contacts from
HM–Zd header connectors. The connectors can be
removed from the printed circuit (pc) board using
HM–Zd Header Removal Tools 1583220–1 and
1583234–1 (refer to 408–8645).
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Read these instructions before using the extraction
tool.

Reasons for reissue of this instruction sheet are
provided in Section 6, REVISION SUMMARY.
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The extraction tool consists of a handle, adjustment
cap, spring–loaded tip, and push pin. See Figure 1.

The adjustment cap, located on one end of the
handle, can be set to allow the push pin to recess or
extend out of the spring–loaded tip while extracting
the pin contact.

The push pin pushes on the pin contact and ejects it
from the pc board and connector.

�� ��������� ���������

���� � # �$#'��' ��� �*'�#��� ��+$#� �$�%� �(%����

1. Turn the adjustment cap clockwise until the
push pin is extended (approximately 0.51 [.020])
beyond the end of the spring–loaded tip. Refer to
Figure 2.

Figure 2
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2. With the push pin extended, locate the
appropriate pc board hole (in the back side of the
pc board) of the pin contact to be extracted, and
place the push pin into the hole. Refer to Figure 3.

Figure 3
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3. Holding the tool perpendicular to the pc board,
apply pressure to the tool until the pin contact is
ejected from the pc board and connector.
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1. Turn the adjustment cap counterclockwise until
the push pin is retracted (recessed) into the end of
the spring–loaded tip. Refer to Figure 4.
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Figure 4
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2. With the push pin retracted (recessed), locate
the tip of the pin contact (from the back side of the
pc board) to be extracted.

3. Place the spring–loaded tip over the tip of the
pin contact. See Figure 5.

4. Holding the tool perpendicular to the pc board,
apply pressure to the tool until the pin contact
(post) is ejected from the pc board and connector.
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Figure 5
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It is recommended that the tool be inspected
immediately upon its arrival to ensure that it has not
been damaged during shipment.
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It is recommended that each operator be made aware
of, and responsible for, the following steps of daily
maintenance:

1. Remove dust, moisture, and other contaminants
with a clean, soft brush, or lint–free cloth. DO NOT
use objects that could damage the tool or any of its
components.

2. When the tool is not in use, store it in a clean,
dry area.
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Regular inspections should be performed by quality
control personnel. A record of scheduled inspections
should remain with the tool or be supplied to
supervisory personnel responsible for the tool. The
inspection frequency should be based on the amount
of use, working conditions, operator training and skill,
and established company standards.
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Order extraction tools through your representative, or
call 1–800–526–5142, or send a facsimile of your
purchase order to 717–986–7605, or write to:

CUSTOMER SERVICE (038–035)
TYCO ELECTRONICS CORPORATION
PO BOX 3608
HARRISBURG PA 17105–3608

For customer repair service, call 1–800–526–5136.
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Revisions to this instruction sheet include:

� Updated document to corporate requirements
� Changed “and contact” to “and connector” in

Step 3 of Paragraph 3.1 and Step 4 of
Paragraph 3.2
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Океан Электроники
Поставка электронных компонентов 

Компания «Океан Электроники» предлагает заключение долгосрочных отношений при 

поставках импортных электронных компонентов на взаимовыгодных условиях! 

Компания «Океан Электроники» является официальным дистрибьютором и эксклюзивным 
представителем в России одного из крупнейших производителей разъемов военного и 
аэрокосмического назначения «JONHON», а так же официальным дистрибьютором и 
эксклюзивным представителем в России производителя высокотехнологичных и надежных 
решений для передачи СВЧ сигналов «FORSTAR». 

Наши преимущества: 

- Поставка оригинальных импортных электронных компонентов напрямую с производств Америки, 
Европы и Азии, а так же с крупнейших складов мира; 
- Широкая линейка поставок активных и пассивных импортных электронных компонентов (более 
30 млн. наименований); 
- Поставка сложных, дефицитных, либо снятых с производства позиций; 
- Оперативные сроки поставки под заказ (от 5 рабочих дней); 
- Экспресс доставка в любую точку России; 
- Помощь Конструкторского Отдела и консультации квалифицированных инженеров; 
- Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов;  
- Поставка электронных компонентов под контролем ВП; 
- Система менеджмента качества сертифицирована по Международному стандарту ISO 9001; 
- При необходимости вся продукция военного и аэрокосмического назначения проходит 
испытания и сертификацию в лаборатории (по согласованию с заказчиком);
- Поставка специализированных компонентов военного и аэрокосмического уровня качества 
(Xilinx, Altera, Analog Devices, Intersil, Interpoint, Microsemi, Actel, Aeroflex, Peregrine, VPT, Syfer, 
Eurofarad, Texas Instruments, MS Kennedy, Miteq, Cobham, E2V, MA-COM, Hittite, Mini-Circuits, 
General Dynamics  и др.); 

«JONHON» (основан в 1970 г.)

Разъемы специального, военного и аэрокосмического 
назначения: 
(Применяются в военной, авиационной, аэрокосмической, 
морской, железнодорожной, горно- и нефтедобывающей 
отраслях промышленности) 

«FORSTAR» (основан в 1998 г.) 

ВЧ соединители, коаксиальные кабели, 
кабельные сборки и микроволновые компоненты: 

(Применяются в телекоммуникациях гражданского и 
специального назначения, в средствах связи, РЛС, а так же 
военной, авиационной и аэрокосмической отраслях 
промышленности). 

Телефон:    8 (812) 309-75-97 (многоканальный) 
Факс:           8 (812) 320-03-32 
Электронная почта:    ocean@oceanchips.ru 
Web:      http://oceanchips.ru/ 
Адрес:   198099, г. Санкт-Петербург, ул. Калинина, д. 2, корп. 4, лит. А


