
2-Port Dual Monitor DVI KVM Switch, TAA, GSA with
Audio and USB 2.0 Hub, Cables included
MODEL NUMBER: B004-2DUA2-K

  

 

Description
Tripp Lite's B004-2DUA2-K 2-Port Dual Monitor DVI KVM Switch, TAA, GSA allows for the control of two

computers with Dual Head DVI video cards via a single set of keyboard, mouse, and dual displays. Built-in USB

2.0 and 3.5 mm. Mini Stereo ports provide added functionality, allowing you to share USB peripherals (CAC

Card Reader, flash drive, web cam, powered USB hub, etc.), Speakers (2.1 stereo sound), and Microphone

amongst the connected computers. Switch between the connected computers using the front panel pushbuttons,

keyboard hotkey commands, or a function that allows for switching via the scroll wheel on your mouse. Switch

the KVM, USB, and Audio functionality all at the same time, or separately. KVM control can be fixed on one

computer, while the USB 2.0 hub and/or Audio functionality is fixed on another. And set-up is quick and simple,

with no software to install, and KVM cables included, so you're ready to go right out of the box. 

The B004-2DUA2-K is the perfect solution for CAD/CAM and Graphic designers; Medical, Educational and

Financial institutions; and High-End gaming. Its DVI-I connectors support both Dual Link digital resolutions up to

2560 x 1600, and analog resolutions up to 2048 x 1536. Connect a VGA monitor or computer port by using a

P556-Series DVI to VGA adapter cable instead of the included DVI-D cables. Regardless of whether you use

DVI or VGA, the KVM stores the EDID (Extended Display Identification Data) of the connected monitors, which

ensures optimal display resolution and prevents any delay or change in video resolution when switching between

or booting computers. This full time DDC support provides the necessary EDID information for optimal

performance on Windows 7 and other operating systems. Additionally, if you have the need for more than two

monitors, the KVM's Quad-View Mode allows for computers with three- or four-head video cards to share KVM,

audio and USB peripherals by connecting two Dual Display/Monitor KVM switches together. All major operating

systems are supported; Windows, Mac, Linux and Sun. Compliant with CE, FCC, RoHS, REACH. Compliant

with the Federal Trade Agreements Act (TAA) for GSA Schedule purchases. 

Features
2-Port Dual Display DVI KVM switch with USB 2.0 Hub and Audio/ 3.5 mm Mini Stereo jacks, cables included

Quad-View Mode allows computers with three- or four-head video cards to share KVM, audio and USB

Highlights
2-Port Dual Display DVI KVM

Switch with Audio and USB 2.0

Hub, Cables included

Supports digital video resolutions

up to 2560 x 1600 and analog

resolutions up to 2048 x 1536

Switch between connected

computers via front panel

pushbuttons, keyboard hotkeys,

and a function that allows for

switching via your mouse's scroll

wheel

 Built-in 2-Port USB 2.0 hub

allows for the sharing of USB

devices (CAC Card Reader, flash

drives, web cams, powered USB

hub, etc.) amongst the connected

computers

 3.5 mm Mini Stereo jacks

provide Speaker (2.1 stereo

sound) and Microphone support

to the connected computers

Quad-View Mode allows for

computers with three- or

four-head video cards to share

KVM, audio and USB peripherals

by connecting two Dual

Display/Monitor KVM switches

together

Quick installation without the

need for software

Compatible with all major

operating systems; Windows,

Mac, Linux, Sun

Compliant with the Federal Trade

Agreements Act (TAA) for GSA

Schedule purchases

System Requirements
Console

Two DVI monitors capable of

supporting the highest resolution
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Quad-View Mode allows computers with three- or four-head video cards to share KVM, audio and USB

peripherals by connecting two Dual Display KVM switches together

Built-in 2-Port USB 2.0 hub allows for the sharing of USB devices (CAC Card Reader, flash drives, printer,

etc.) amongst the connected computers

A powered USB hub may be connected to one of the USB ports to increase the number of connected

peripherals

3.5 mm Mini Stereo jacks provide Speaker (2.1 stereo sound) and Microphone support to the connected

computers

Additional console audio jacks are conveniently located on the front panel of the KVM switch, making them

ideal for use with IP phones

Switch between connected computers via front panel pushbuttons, keyboard hotkeys, and a function that

allows for switching via your mouse's scroll wheel

Switch the KVM, USB, and Audio functionality all at the same time, or separately. KVM control can be fixed on

one computer, while the USB 2.0 hub and/or Audio functionality is fixed on another

Auto Scan mode allows you to scan the connected computers without having to manually switch between

them

DVI-I connectors support both Dual Link digital resolutions up to 2560 x 1600, and analog resolutions up to

2048 x 1536

Connect a VGA monitor or computer port by using a P556-Series DVI to VGA adapter cable instead of the

included DVI-D cables.

Compatible with all major operating systems; Windows, Mac, Linux, Sun

Supports 3D graphics and gaming

Supports hot plugging – Computers and devices can be unplugged and re-plugged without having to shut

down the KVM switch

The KVM switch stores the EDID (Extended Display Identification Data) of the connected monitors, which ensures optimal display resolution and prevents

any delay or change in video resolution when switching between or booting computers

Full time DDC support provides the necessary EDID information for optimal video performance on Windows 7 and other operating systems

Supports VESA DDC2B emulation and TMDS signal pass-through

LEDs provide for easy monitoring of the connected computers

Power-On-Detection recognizes when a connected computer has been powered-off and automatically switches to the next powered-on computer

HDCP compliant

Complete keyboard emulation for error-free booting

Quick installation without the need for software

Sun/Mac keyboard support and emulation

Firmware upgradeable

Compliant with CE, FCC, RoHS, REACH

 Compliant with the Federal Trade Agreements Act (TAA) for GSA Schedule purchases

Specifications

OVERVIEW

Users 1

supporting the highest resolution

out of any computer in the

installation

USB keyboard and mouse

Computer:

(x2) DVI ports

USB port

Compatible with all major

operating systems; Windows,

Mac, Linux and Sun

Package Includes
B004-2DUA2-K KVM Switch

(x2) 6 ft. DVI-D Dual Link / USB

KVM Cable Kits

(x2) 6 ft. DVI-D Dual Link Cables

External Power Supply with

NEMA 1-15P Plug (Input:

100-240V, 50/60Hz, 0.5A Output:

5.3V, 2.4A)

Owner's Manual

2 / 4 

 



AC Adapter Input: 100-240V, 50/60Hz, 0.5A Output: 5.3V, 2.4A

Max CPU 2

PHYSICAL

Unit Dimensions (hwd / in.) 1.75 x 10.25 x 3

Unit Dimensions (hwd / cm) 4.445 x 26.035 x 7.62

Unit Weight (lbs.) 1.23

Unit Weight (kg) 0.56

Color Black

ENVIRONMENTAL

Storage Temperature Range -4 to 140 F (-20 to 60 C)

Relative Humidity 0 to 80% RH, Non-Condensing

Operating Temperature 32 to 122 F (0 to 50 C)

COMMUNICATIONS

Port Control Push Buttons, Hotkeys

IP Remote Access No

CONNECTIONS

Ports 2

PC/Server Connections DVI; USB

Included KVM Cable (Equipment
Side) - Connector 1 DVI-D Dual Link (Male)

Included KVM Cable (Equipment
Side) - Connector 2 USB A (Male)

Included KVM Cable (Equipment
Side) - Connector 3 (x2) 3.5 mm. (Male)

Local Console Ports - Port 3 (x2) 3.5 mm. (Female)

SPECIAL FEATURES

Cat5 KVM Switch No

CERTIFICATIONS

Certifications Compliant with CE, FCC, RoHS, REACH and the Federal Trade Agreements Act (TAA) for GSA Schedule
purchases

WARRANTY
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Product Warranty Period (Worldwide) 3-year limited warranty

© 2017 Tripp Lite. All rights reserved. All product and company names are trademarks or registered trademarks of their respective holders. Use of them does

not imply any affiliation with or endorsement by them. Tripp Lite has a policy of continuous improvement. Specifications are subject to change without notice.

Tripp Lite uses primary and third-party agencies to test its products for compliance with standards. See a list of Tripp Lite's testing agencies: 

https://www.tripplite.com/products/product-certification-agencies
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Океан Электроники
Поставка электронных компонентов 

Компания «Океан Электроники» предлагает заключение долгосрочных отношений при 

поставках импортных электронных компонентов на взаимовыгодных условиях! 

Компания «Океан Электроники» является официальным дистрибьютором и эксклюзивным 
представителем в России одного из крупнейших производителей разъемов военного и 
аэрокосмического назначения «JONHON», а так же официальным дистрибьютором и 
эксклюзивным представителем в России производителя высокотехнологичных и надежных 
решений для передачи СВЧ сигналов «FORSTAR». 

Наши преимущества: 

- Поставка оригинальных импортных электронных компонентов напрямую с производств Америки, 
Европы и Азии, а так же с крупнейших складов мира; 
- Широкая линейка поставок активных и пассивных импортных электронных компонентов (более 
30 млн. наименований); 
- Поставка сложных, дефицитных, либо снятых с производства позиций; 
- Оперативные сроки поставки под заказ (от 5 рабочих дней); 
- Экспресс доставка в любую точку России; 
- Помощь Конструкторского Отдела и консультации квалифицированных инженеров; 
- Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов;  
- Поставка электронных компонентов под контролем ВП; 
- Система менеджмента качества сертифицирована по Международному стандарту ISO 9001; 
- При необходимости вся продукция военного и аэрокосмического назначения проходит 
испытания и сертификацию в лаборатории (по согласованию с заказчиком);
- Поставка специализированных компонентов военного и аэрокосмического уровня качества 
(Xilinx, Altera, Analog Devices, Intersil, Interpoint, Microsemi, Actel, Aeroflex, Peregrine, VPT, Syfer, 
Eurofarad, Texas Instruments, MS Kennedy, Miteq, Cobham, E2V, MA-COM, Hittite, Mini-Circuits, 
General Dynamics  и др.); 

«JONHON» (основан в 1970 г.)

Разъемы специального, военного и аэрокосмического 
назначения: 
(Применяются в военной, авиационной, аэрокосмической, 
морской, железнодорожной, горно- и нефтедобывающей 
отраслях промышленности) 

«FORSTAR» (основан в 1998 г.) 

ВЧ соединители, коаксиальные кабели, 
кабельные сборки и микроволновые компоненты: 

(Применяются в телекоммуникациях гражданского и 
специального назначения, в средствах связи, РЛС, а так же 
военной, авиационной и аэрокосмической отраслях 
промышленности). 

Телефон:    8 (812) 309-75-97 (многоканальный) 
Факс:           8 (812) 320-03-32 
Электронная почта:    ocean@oceanchips.ru 
Web:      http://oceanchips.ru/ 
Адрес:   198099, г. Санкт-Петербург, ул. Калинина, д. 2, корп. 4, лит. А


