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59170 Moulded MDSR-10 Switch

Features Benefits

+ Suitable for pick and place

+ No standby power requirement

+ Operates through non-ferrous
materials such as wood, plastic or
aluminium

+ Hermetically sealed, magnetically
operated contacts continue to
operate long after optical and other
technologies fail due to contamination

Applications

+ 2 part magnetically operated
proximity sensor

* Leaded and Gull Wing options

+ Tape and reel option (consult Hamlin)

+ Stand-offs to allow board washing

+ Customer defined sensitivity

+ Solder reflow capable

+ Position and limit sensing
+ Security system switch
* Door switch
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SPECIFICATIONS
Normally
Contact Type Open
Switch Type |
Power Watt - max. 10
Voltage Switching Vdc - max. 200
Breakdown Vdc - min. 250
Current Switching A - max. 0.5
Carry A - max. 0.8
Resistance Contact, Initial Q - max. 0.1
Insulation Q - min. 10°
Capacitance Contact pF - typ. 0.3
Temperature Operating °C -40 to +125
Storage °C -65 to +125
Time Operate ms - max. 1.0
Release ms - max. 0.5
Shock Ilms 1/2 sine G - max. 100
Vibration 50-2000 Hz G - max. 30

CUSTOMER OPTIONS - Sensitivity and Termination Specification

TABLE 2 TABLE 3
Sensitivity Options:- Termination and Packing Options:-
Activate Distances are approximate using Hamlin 57045 actuator as illustrated SELECT DESCRIPTION
Switch AT before modification OPTION
Select Option S T Y
Switch Activate Activate Activate
Type P%-I" Distance P‘)‘L{lrln Distance P\;{[I_In Distance A Leaded
Range (in) mm Range (in) mm Range (in) mm
—ll="0 C Gull Wing bulk packed

295 256 19
I|Normally Open | 10-15 (%) 15-20 (29 20-25 (197

75 6,5 50 D Gull Wing taped and reel
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product is put. Upon request, HAMLIN will assist purchasers by providing information specific
to any particular application. HAMLIN disclaims any and all liability whatsoever for any
purchaser’s reliance upon the information contained on this data sheet without further
consultation with authorised representatives of HAMLIN.
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RECOMMENDED LAND PATTERNS / PCB LAYOUTS
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OCEAN CHIPS

OxreaH INeKTPOHMUKM
MocTaBKa 3ﬂeKTp0HHbIX KOMMOHEHTOB

Komnanusa «OkeaH DNEKTPOHMKM> MpEeAaraeT 3aK/Il04EHUE JONTOCPOYHbIX OTHOLLIEHMM NpU
MOCTaBKaX MMMOPTHbIX 3/1EKTPOHHbIX KOMMOHEHTOB HA B3aMMOBbIrOZHbIX YC10BMAX!

Hawwu npeumyliectsa:

- NlocTaBKa OpMrMHaIbHbIX UMMNOPTHbBIX 3/IEKTPOHHbIX KOMMOHEHTOB HanNpAMYy C NPOM3BOACTB AMEPUKM,
EBponbl M A3uK, a TaK e C KpYNHEMLIMX CKIaJ0B MMPa;

- LUnMpoKas sMHeMKa NOCTaBOK aKTUBHBIX M MACCMBHBIX MMMOPTHbBIX 3/1EKTPOHHbIX KOMMOHEHTOB (6onee
30 MJIH. HAMMEHOBAHUMN);

- MocTaBKa C/IOXKHbIX, AeDUUMUTHBIX, IM60 CHATLIX C NPOM3BOACTBA NO3ULMIA;

- OnepaTMBHbIE CPOKM NOCTABKM NOA 3aKa3 (0T 5 paboumx AHEN);

- JKCnpecc JoCTaBKa B 06YH0 TOYKY Poccuu;

- Momouwb KoHcTpyKTOpCKOro OTAena 1 KOHCynbTauumu KBaMPULUUPOBAHHBIX MHXEHEPOB;

- TexHM4ecKaa nogaepkka NpoeKTa, NomMollb B NoA6ope aHanoros, NocTaBka NPOTOTUNOB;

- [locTaBKa 3/1EKTPOHHbIX KOMMOHEHTOB NoJ, KOHTposiem BIT;

- CUcTeMa MeHeaXXMeHTa KayecTBa cepTudmumpoBaHa no MexayHapogHomy ctaHgapTy 1SO 9001;

- Mp1 HEO06XOAMMOCTH BCA NPOAYKLUMA BOEHHOIO M adPOKOCMMYECKOrO Ha3HaYeHMA NPOXoAUT

MCMbITaHMA M CEPTUMhMKALMIO B TaGOPATOPMM (MO COrIACOBAHMIO C 3aKa34YMKOM);
- MocTaBKa cneumanusmMpoBaHHbIX KOMMOHEHTOB BOEHHOMO M a3POKOCMMYECKOr0 YPOBHSA KayecTBa

(Xilinx, Altera, Analog Devices, Intersil, Interpoint, Microsemi, Actel, Aeroflex, Peregrine, VPT, Syfer,
Eurofarad, Texas Instruments, MS Kennedy, Miteq, Cobham, E2V, MA-COM, Hittite, Mini-Circuits,
General Dynamics u gp.);

KomnaHua «OkeaH JNEeKTPOHMKKU» ABNAETCA oduuMabHbIM AUCTPUOLIOTOPOM M SKCKJIHO3MBHbBIM
npesctasuteneM B Poccum ofHOrO M3  KpPYMHEMWMX MPOM3BOAMUTENIEM Pa3beEMOB BOEHHOMO W
A3pPOKOCMMYECKOro Ha3sHavyeHuMs <«JONHON», a Tak Xe oduuMaibHbiIM AUCTPUOBIOTOPOM MU
JKCK/II03MBHbIM nNpeacTaBuTenieM B Poccvn npousBoauTENA BbICOKOTEXHOIOMMYHBIX M HaAEXHbIX
peweHun ans nepeaaym CBY curHano «FORSTAR>.

«JONHON> (ocHosaH B 1970 T.)

PasbeMbl crneumanbHOro, BOEHHOMo M A3POKOCMHNYECKOIo
Ha3Ha4YeHHA:

JONHON (MpuMeHsOTCA B BOEHHOM, aBMALMOHHOM, a3POKOCMMYECKOM,

MOPCKOM, KeNe3HOAOPOXKHOM, TOpHO- M HedTeao6biBatoLLeN
0Tpac/AX NPOMbILLIEHHOCTH)

«FORSTAR> (ocHoBaH B 1998 r.)

BY coegmHmnTENN, KOAKCHaNbHbIE Kabenn

’ ) ®
KabenbHble COOPKM M MMKPOBONIHOBbIE KOMMOHEHTbI: FORS 'AR
L

(MpuMeHsaTCA B TEJIEKOMMYHMKAUMAX  FPaXXAaHCKOro M
cneuManbHOrO HasHayeHus, B cpeacTBax cBA3sM, PJIC, a TaK xe
BOEHHOM,  aBMALUMOHHOM M AdPOKOCMMYECKOM  OTpacisx
NPOMBILLNIEHHOCTH).

TenedoH: 8 (812) 309-75-97 (MHOroKaHasbHbIN)

dakc: 8 (812) 320-03-32

DNIeKTpPOHHas noyTa: ocean@oceanchips.ru

Web: http://oceanchips.ru/

Appec: 198099, r. CaHkT-leTepbypr, yn. KananHuHa, 4. 2, Kopn. 4, amT. A
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