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Time ranges 0.15- 6 s
1.5 - 60 s

15 - 600 s
Time range accuracy 0 to +10% on max.

min. actual time ≤ min. 
set time

Timers

Mono-function, plug-in, de-
lay on operate miniature time
relays up to 600 s (10 min)
covering 3 individual time
ranges. These economical

relays can be used to pre-
vent several motors from
starting simultaneously due
to power supply interruptions.

Repeatability deviation ≤ 1%
Time variation

Within rated power supply ≤ 0.05%/V
and ambient temperature ≤ 0.2%/°C

Reset Power supply interruption
Time and/or relay ≥ 250 ms

Function
Output
Type 
Power supply
Time range

• Time ranges: 0.15 s to 600 s
• Automatic start 
• Knob-adjustable time within range
• Oscillator-controlled time circuit
• Repeatability deviation: ≤ 1%
• Output: 10 A SPDT or 8 A DPDT relay
• Plug-in type module
• Scantimer housing
• LED-indication for relay on
• AC or DC power supply

Delay on Operate
Types A 108, A 101, A 208, A 201

Plug Output Time ranges Supply: 24 VAC/DC Supply: 120 VAC Supply: 220 VAC

Circular SPDT 0.15- 6 s A 108 024 006 A 108 120 006 A 108 220 006
8 pin 1.5 - 60 s A 108 024 060 A 108 120 060 A 108 220 060

15 -600 s A 108 024 600 A 108 120 600 A 108 220 600

Circular 0.15- 6 s A 101 024 006 A 101 120 006 A 101 220 006
11 pin 1.5 - 60 s A 101 024 060 A 101 120 060 A 101 220 060

15 -600 s A 101 024 600 A 101 120 600 A 101 220 600

Circular DPDT 0.15- 6 s A 208 024 006 A 208 120 006 A 208 220 006
8 pin 1.5 - 60 s A 208 024 060 A 208 120 060 A 208 220 060

15 -600 s A 208 024 600 A 208 120 600 A 208 220 600

Circular 0.15- 6 s A 201 024 006 A 201 120 006 A 201 220 006
11 pin 1.5 - 60 s A 201 024 060 A 201 120 060 A 201 220 060

15 -600 s A 201 024 600 A 201 120 600 A 201 220 600

Ordering KeyProduct Description

Type Selection

Time Specifications

A 108 024 600
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A 108, A 101, A 208, A 201

A 108, A 101 A 208, A 201

Output SPDT relay DPDT relay
Basic electrical insulation 250 VAC (rms) (contact/electronics) 250 VAC (rms) (contacts/elec., contact/contact)

Contact ratings (Ag-CdO) µ (micro gap) µ (micro gap)
Resistive loads AC 1 10 A/250 VAC (2500 VA) 8 A/250 VAC (2000 VA)

DC 1 1 A/250 VDC (250 W) 0.4 A/250 VDC (100 W)
or 10 A/25 VDC (250 W) 4 A/25 VDC (100 W)

Small inductive loads AC 15 2.5 A/230 VAC 2.5 A/230 VAC
DC 13 5 A/24 VDC 5 A/24 VDC

Mechanical life ≥ 30 x 106 operations ≥ 30 x 106 operations
Electrical life AC 1 ≥ 2.5 x 105 operations (at max. load) ≥ 2.5 x 105 operations (at max. load)
Operating frequency ≤ 7200 operations/h ≤ 7200 operations/h
Insulation voltages

Rated insulation voltage ≥ 2.0 kVAC (rms) (contact/electronics) ≥ 2.0 kVAC (rms) (contact/electronics)
Rated transient protection volt. 4 kV (1.2/50 µs) (contact/electronics) (IEC 60664) 4 kV (1.2/50 µs) (contact/electronics) (IEC 60664)

Power supply
A 101, A 201

Power-on delay ≤ 200 ms
Power-off delay ≥ 250 ms
Indication for

Output ON LED, red
Environment IP 20 B

Polution degree 2 (IEC 60664)
Operating temperature -20° to +50°C (-4° to +122°F)
Storage temperature -50° to +85°C (-58° to +185°F)

Weight 85 g
Approvals UL, CSA

Power supply AC types installation cat. III (IEC 60664)
Rated operational voltage
through pins 2 & 10 220 220 VAC + 15/- 20%, 
or pins 2 & 7 45 to 65 Hz

120 120 VAC + 15/- 20%, 
45 to 65 Hz

024 24 VAC + 15/- 20%, 
45 to 65 Hz

Drop out tolerance ≥ 10 ms
Rated insulation voltage None
Rated transient protection volt. 4 kV (1.2/50 µs) @ 220 VAC

2.5 kV (1.2/50 µs) @ 120 VAC
800 V (1.2/50 µs) @ 24 VAC
(line/neutral)

Power supply DC type Installation cat. III (IEC 60664)
Rated operational voltage 024 24 VDC + 15/- 20% (pin 2 pos.)
Rated insulation voltage None
Rated transient protection volt. 800 V (1.2/50 µs)

Consumption AC supply 60 mA @ 50 Hz/70 mA @ 60 Hz
DC supply 1 W

Mode of Operation
The delay period begins when
power supply is applied.

At the end of the set delay,
the relay will operate and will
not release until power sup-
ply is interrupted.

A recovery period of 250 ms
should be allowed before re-
applying power supply. 

If power supply is interrupted
for more than 250 ms before
the relay operates, the time
circuit is reset to zero and the
time relay is ready for a new
time period. 

Wiring Diagrams

Output Specifications

Supply Specifications General Specifications

Power supply
A 108, A 208
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A 108, A 101, A 208, A 201

Knob-adjustable on scale in
seconds.

Power supply

Relay on

Sockets◊ S 408, S 411
Hold down spring◊ HF
Mounting rack SM 13
Socket cover BB4
Potentiometer lock PL 1 

For further information refer to "Accessories".

Time Setting Accessories

Operation Diagram



Океан Электроники
Поставка электронных компонентов 

Компания «Океан Электроники» предлагает заключение долгосрочных отношений при 

поставках импортных электронных компонентов на взаимовыгодных условиях! 

Компания «Океан Электроники» является официальным дистрибьютором и эксклюзивным 
представителем в России одного из крупнейших производителей разъемов военного и 
аэрокосмического назначения «JONHON», а так же официальным дистрибьютором и 
эксклюзивным представителем в России производителя высокотехнологичных и надежных 
решений для передачи СВЧ сигналов «FORSTAR». 

Наши преимущества: 

- Поставка оригинальных импортных электронных компонентов напрямую с производств Америки, 
Европы и Азии, а так же с крупнейших складов мира; 
- Широкая линейка поставок активных и пассивных импортных электронных компонентов (более 
30 млн. наименований); 
- Поставка сложных, дефицитных, либо снятых с производства позиций; 
- Оперативные сроки поставки под заказ (от 5 рабочих дней); 
- Экспресс доставка в любую точку России; 
- Помощь Конструкторского Отдела и консультации квалифицированных инженеров; 
- Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов;  
- Поставка электронных компонентов под контролем ВП; 
- Система менеджмента качества сертифицирована по Международному стандарту ISO 9001; 
- При необходимости вся продукция военного и аэрокосмического назначения проходит 
испытания и сертификацию в лаборатории (по согласованию с заказчиком);
- Поставка специализированных компонентов военного и аэрокосмического уровня качества 
(Xilinx, Altera, Analog Devices, Intersil, Interpoint, Microsemi, Actel, Aeroflex, Peregrine, VPT, Syfer, 
Eurofarad, Texas Instruments, MS Kennedy, Miteq, Cobham, E2V, MA-COM, Hittite, Mini-Circuits, 
General Dynamics  и др.); 

«JONHON» (основан в 1970 г.)

Разъемы специального, военного и аэрокосмического 
назначения: 
(Применяются в военной, авиационной, аэрокосмической, 
морской, железнодорожной, горно- и нефтедобывающей 
отраслях промышленности) 

«FORSTAR» (основан в 1998 г.) 

ВЧ соединители, коаксиальные кабели, 
кабельные сборки и микроволновые компоненты: 

(Применяются в телекоммуникациях гражданского и 
специального назначения, в средствах связи, РЛС, а так же 
военной, авиационной и аэрокосмической отраслях 
промышленности). 

Телефон:    8 (812) 309-75-97 (многоканальный) 
Факс:           8 (812) 320-03-32 
Электронная почта:    ocean@oceanchips.ru 
Web:      http://oceanchips.ru/ 
Адрес:   198099, г. Санкт-Петербург, ул. Калинина, д. 2, корп. 4, лит. А


