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2 X 12 W HI-FI AUDIO POWER AMPLIFIERS WITH MUTE 
GENERAL DESCRIPTION 
The ILA2616 are dual power amplifiers. The ILA2616 is supplied in a 9-lead single-in-line (SIL9) plastic 
power package (SOT131). They have been especially designed for mains fed applications, such as stereo 
radio and stereo TV. 
 
FEATURES 
• Requires very few external components 
• No switch-on/switch-off clicks 
• Input mute during switch-on and switch-off 
• Low offset voltage between output and 
ground 

• Excellent gain balance of both amplifiers 
• Hi-fi in accordance with IEC 268 and DIN 45500 
• Short-circuit proof and thermal protected 
• Mute possibility. 

QUICK REFERENCE DATA Stereo application 
SYMBOL PARAMETER CONDITIONS MIN. TYP. MAX. UNIT 

±Vp supply voltage range  7.5 - 21 V 
PO output power Vp = ±16 V; THD = 0.5% - 12 - W 
GV internal voltage gain  - 30 - dB 
lGyl channel unbalance  - 0.2 - dB 
a channel separation  - 70 - dB 
SVRR supply voltage ripple rejection  - 60 - dB 
Vno noise output voltage  - 70 - • nV 

ORDERING INFORMATION 
EXTENDED TYPE PACKAGE 

NUMBER PINS PIN POSITION MATERIAL CODE 

ILA2616 9 SIL plastic SOT131^ 

 
 
PINING 
SYMBOL PIN DESCRIPTION 

-INV1 1 non-inverting input 1 

MUTE 2 mute input 

1/2Vp/GND 3 1/2 supply voltage or ground 

OUT1 4 output 1 

-Vp 5 supply voltage (negative) 

OUT2 6 output 2 

+Vp 7 supply voltage (positive) 

INV1,2 8 inverting inputs 1 and 2 

-INV2 9 non-inverting input 2 
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CHARACTERISTICS 
SYMBOL PARAMETER CONDITIONS MIN. TYP. MAX. UNIT 

Supply 
±Vp supply voltage range  - 16 21 V 
IORM repetitive peak output current  - 2.2 - A 

Operating position; note 1 

±Vp supply voltage range  7.5 16 21 V 

IP total quiescent current RL=∞  18 40 70 mA 
PO output power THD = 0.5% 10 12 - W 
  THD = 10% 12 15 -. W 

THD total harmonic distortion Po=6W - 0.15 0.2 % 
B power bandwidth THD = 0.5%; note 2 - 20 to - Hz 
    20000   
Gv voltage gain.  29 30 31 dB 
lGvl gain unbalance  - 0.2 1 dB 
Vno noise output voltage note3 - 70 140 nV 
IZil input impedance  14 20 26 kl2 
SVRR supply voltage ripple rejection note 4 40 60 - dB 
a channel separation RS=O 46 70 - dB 
Ibias input bias current  - 0.3 - nA 
lAVeNol DC output offset voltage  - 30 200 mV 
lAV^I DC output offset voltage between two channels - 4 150 mV 

MUTE POSITION (AT IMUTE ≥ 300 mA) 
VQ output voltage VI = 600 mV - 0.3 1.0 mV 
22-7 mute input impedance note 7 6.7 9 11.3 k^ 
IP total quiescent current RL=∞  18 40 70 mA 
Vno noise output voltage note3 - 70 140 uV 
SVRR supply voltage ripple rejection note 4 40 55 - dB 
l∆VGNDl DC output offset voltage  - 40 200 mV 
l∆VoffI offset voltage with respect to operating  - 4 150 mV 
 position      
I2 current if pin 2 is connected to pin 5  - - 8.2 mA 

Mute position; note 5 

±Vp supply voltage range  2 - 5.8 V 
IP total quiescent current. RL=∞  9 30 40 mA 
VQ output voltage VI = 600 mV - 0.3 1.0 mV 
Vno noise output voltage note 3 - 70 140 uV 
SVRR supply voltage ripple rejection note 4 40 55 - dB 
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SYMBOL PARAMETER CONDITIONS MIN. TYP. MAX. UNIT 

lVGNDl DC output offset voltage  - 40 200 mV 

Operating position; note 6 

IP total quiescent current  18 40 70 mA 
PO output power      
  THD = 0.5% 5 6 - W 
  THD = 10% 6.5 8 - W 
  THD = 0.5%; RL = 4 Q - 10 - W 

  THD = 10%; RL = 4 1.2 - 14 - W 
THD total harmonic distortion Po=4W - 0.13 0.2 % 

B power bandwidth THD = 0.5%; note 2 - 40 to - Hz 
    20000   
GV voltage gain  29 30 31 dB 
lGvl gain unbalance  - 0.2 1 dB 
Vno noise output voltage note3 - 70 140 HV 
IZil input impedance  14 20 26 kQ 
SVRR supply voltage ripple rejection  35 44 - dB 
a channel separation  - 45 - dB 

MUTE POSITION (IMUTE≥300 )mA) 

VQ output voltage VI = 600 mV - 0.3 1.0 mV 
Z2-7 mute input impedance note? 6.7 9 11.3 kΩ 
IP total quiescent current  18 40 70 mA 
Vno noise output voltage note 3 - 70 140 mV 
SVRR supply voltage ripple rejection . note 4 35 44 - dB 
l∆VoffI offset voltage with respect to operating  - 4 150 mV 
 position      
I2 current if pin 2 is connected to pin 5  - - 8.2 mA 
Notes to the characteristics 
1.  Vp = ±16 V; RI. = 8 Q; Tamb = 25 °C; f =1 kHz; symmetrical power supply IMUTE < 30 [LIA. SEE Fig.4 
2.  The power bandwidth is measured at an output power of PQ max -3 dB 
3.  The noise output voltage (RMS value) is measured at Rg = 2 kl2, unweighted (20 Hz to 20 kHz) 
4.  The ripple rejection is measured at Rs = 0 and f = 100 Hz to 20 kHz. The ripple voltage (200 mV) is applied in phase 

  to the positive and the negative supply rails'. With asymmetrical power supplies, the ripple rejection is'measured 
at 
  f = 1 kHz 

5.  ±Vp = 4 V; RL =• 8 Q; Tamb = 25 °C; f =1 kHz; symmetrical power supply. See Fig.4 
6.  Vp = 24 V; R)_ = 8 Q; Tamb = 25 °C; f =1 kHz; asymmetrical power supply IMUTE < 30 )LIA. See Fig.5 
7.  The internal network at pin 2 is a resistor devider of typical 4 kQ and 5 kiltothe positive supply rail. At the connection 

  of the 4 ki2 and 5 kQ resistor a zener diode of typical 6.6 V is also connected to the positive supply rail. The 
spread of the zener voltage is 6.1 to 7.1 V. 

 



Океан Электроники
Поставка электронных компонентов 

Компания «Океан Электроники» предлагает заключение долгосрочных отношений при 

поставках импортных электронных компонентов на взаимовыгодных условиях! 

Компания «Океан Электроники» является официальным дистрибьютором и эксклюзивным 
представителем в России одного из крупнейших производителей разъемов военного и 
аэрокосмического назначения «JONHON», а так же официальным дистрибьютором и 
эксклюзивным представителем в России производителя высокотехнологичных и надежных 
решений для передачи СВЧ сигналов «FORSTAR». 

Наши преимущества: 

- Поставка оригинальных импортных электронных компонентов напрямую с производств Америки, 
Европы и Азии, а так же с крупнейших складов мира; 
- Широкая линейка поставок активных и пассивных импортных электронных компонентов (более 
30 млн. наименований); 
- Поставка сложных, дефицитных, либо снятых с производства позиций; 
- Оперативные сроки поставки под заказ (от 5 рабочих дней); 
- Экспресс доставка в любую точку России; 
- Помощь Конструкторского Отдела и консультации квалифицированных инженеров; 
- Техническая поддержка проекта, помощь в подборе аналогов, поставка прототипов;  
- Поставка электронных компонентов под контролем ВП; 
- Система менеджмента качества сертифицирована по Международному стандарту ISO 9001; 
- При необходимости вся продукция военного и аэрокосмического назначения проходит 
испытания и сертификацию в лаборатории (по согласованию с заказчиком);
- Поставка специализированных компонентов военного и аэрокосмического уровня качества 
(Xilinx, Altera, Analog Devices, Intersil, Interpoint, Microsemi, Actel, Aeroflex, Peregrine, VPT, Syfer, 
Eurofarad, Texas Instruments, MS Kennedy, Miteq, Cobham, E2V, MA-COM, Hittite, Mini-Circuits, 
General Dynamics  и др.); 

«JONHON» (основан в 1970 г.)

Разъемы специального, военного и аэрокосмического 
назначения: 
(Применяются в военной, авиационной, аэрокосмической, 
морской, железнодорожной, горно- и нефтедобывающей 
отраслях промышленности) 

«FORSTAR» (основан в 1998 г.) 

ВЧ соединители, коаксиальные кабели, 
кабельные сборки и микроволновые компоненты: 

(Применяются в телекоммуникациях гражданского и 
специального назначения, в средствах связи, РЛС, а так же 
военной, авиационной и аэрокосмической отраслях 
промышленности). 

Телефон:    8 (812) 309-75-97 (многоканальный) 
Факс:           8 (812) 320-03-32 
Электронная почта:    ocean@oceanchips.ru 
Web:      http://oceanchips.ru/ 
Адрес:   198099, г. Санкт-Петербург, ул. Калинина, д. 2, корп. 4, лит. А


