inspired LED

Compatible Flexible LED Strips
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NORMAL Bright

Product Code: NB-WW-12M

30 White LEDs per Meter 12V (9 LEDs per foot)

LED Spacing: 1.31” Reel Length: 12M

Cut Points: Every 4”

Color Temperature: (Warm) ~3000K (Pure) ~4200K (Cool) ~6000K
Lumen/Power Output: 100Im per Watt, 1W per foot

Ideal for above cabinets, coves, and ceiling trays.
Recommended for use as accent light, not primary light
source.
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60 White LEDs per Meter 12V (18 LEDs per foot)

LED Spacing: 0.66"” Reel Length: 12M
Cut Points: Every 1.97”
Color Temperature: (Warm) ~3000K (Pure) ~4200K (Cool) ~6000K
Lumen/Power Output: 100lm per Watt, 2W per foot

SUPER Bright

Product Code: SBWW-12M

Ideal for under cabinet, and display cabinets.
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99 white LEDs per Meter 12V (30 LEDs per foot)

LED Spacing: 0.39” Reel Length: 12M
Cut Points: Every 1.18”
Color Temperature: (Warm) ~3000K (Pure) ~4200K (Cool) ~6000K
~~+- Lumen/Power Output: 100lm per Watt, 3.2W per foot

ULTRA Bright

Product Code: UBWW-12M

Perfect for task lighting applications. Most commonly used for
under cabinets, garages, safes and jewelry cases. Excellent for
restaurant and retail.
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120 white LEDs per Meter 12V or 24V (36 LEDs per foot)
LED Spacing: 0.33” Reel_Length: 12M
Cut Points: Every 1.97”

- Color Temperature: (Warm) ~3000K (Pure) ~4200K (Cool) ~6000K
Lumen/Power Output: 100Im per Watt, 4W per foot

MEGA Bright

Product Code: MBWW- 12M

Use when too much light is just right.

12V DC Power
Source

NOTE: Prroducts can be used in series to
create an LED system. When using solid
22AWG wire, two cables can be inserted into  (f
the connector to create a custom Y cable. This \&
Is extremely useful when breaking the LED
system into two directions from a single
connector.
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8mm iDea Series Flexible LED System

Best Value. Great for accent lighting and low level task lighting.

Solderless Wire Lock Connector:

Slze 0.42" x 0.63” x 0.19" ﬁ i

Screw Terminal Size: Fits 18-24AWG
Quantity: Sold in sets of 25, includes 5 LED Strip

extenders Product Code: 3563

Ideal for making custom length flex strips in the field.
Perfect for contractors and electricians. Input terminals
work with 18-22AWG solid strand cable.

> Termination for Inspired LED Flex Strips only

> 5 IDEA Series Connectors and 1 Flexible LED
Strip Extenders included in each flexible LED
Strip reel.

> To be used for in indoor applications

> Allows for assembly and testing before
installation

> Does not require the use of a soldering iron

STEP 1: Open connector locking cap. i

STEP 2: Peel adhesive liner
from flexible LED strip.

STEP 3: Insert flexible LED strip into LED input
channel of connector.
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STEP 4: Close locking cap until the snap of the
connector is heard. The snapping sound indicates
the locking cap has been properly terminated.

STEP 5: Identify polarity on LED strip. Polarity is

marked throughout the length of the flexible LED
stip. Use a red sharpie to mark polarity on connector.
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STEP 6: Strip 18-22AWG cable and match polarity
between LED connector and cable.
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STEP 7: Poke cable leads into wire holes of
connector making sure the positive polarity matches
the positive input hole of connector.

NOTE: Connectors are not assigned polarity. Polarity must be
defined by user. Look throughout the length of the strip to identify
polarity, it may not be indicated exactly at each cut point. Check
termination by tugging on the cable leads and LED flex to insure tight
connections. Cable should be difficult to remove when properly
terminated.



iDea Series LED Extrusion w/ Lens — LED Panels

Color Temperature: (Warm) ~3000K (Pure) 4200K (Cool) 6000K
Mounting: Metal or Plastic Mounting Clips

Extrusion W/ Lens LEP Panel_s on Demand _ > Al panel materials are optional and sold
Aluminum Channel (6'): 3565 FIeX|bIe.LED Strip: Fits Normal, Super, Ultra and Mega Bright separately
Polycarbonate Covers (6'): 3566 ;Ilex Strips Extrusion Channel > Tiny, light weight construction
Mounting Clips/Screws (10/bag): 3567 Aluminum Extrusion Channel: 0.14" x 0.41" x 72" ; . )
Black Clips/Screws (10/bag): 4774 Polycarbonate Covers/Lens: 0.22” x 0.5” x 72" > Provides a beautiful finished look
= Lens Colors: White (Frosted) or Clear > Allows fpr in-field assembly and testing before
- installation
>

Does not require the use of a soldering iron or
heavy machinery

Create custom low profile panels within minutes.
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Many LED strip color
and brightness options

White or clear
polycarbonate
cover options

Aluminum Extrusion Channel

Build in place to any length
or specify length

Metal or plastic
mounting clip
options
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Compact size
.50 x .25 mounted

Solderless Flexible LED Strip Extender iDea Series Connector Sets
Match polarity between Each Inspired LED 12M LED Flexible Strip

joining LED strips Reelincludes 5 IDEA Series Connectors and 1
Flexible Strip Extender.
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Open locking caps on each
side of connector

IDEA Series Connectors are sold in 30 piece sets.
25 Wire Lock Connectors + 5 Flex Extenders

Mark polarity using a RED
sharpie pen

\ Close locking caps /
Insert flex strips into LED
channels on each side of the
connector



OCEAN CHIPS

OxreaH INeKTPOHMUKM
MocTaBKa 3ﬂeKTp0HHbIX KOMMOHEHTOB

Komnanusa «OkeaH DNEKTPOHMKM> MpEeAaraeT 3aK/Il04EHUE JONTOCPOYHbIX OTHOLLIEHMM NpU
MOCTaBKaX MMMOPTHbIX 3/1EKTPOHHbIX KOMMOHEHTOB HA B3aMMOBbIrOZHbIX YC10BMAX!

Hawwu npeumyliectsa:

- NlocTaBKa OpMrMHaIbHbIX UMMNOPTHbBIX 3/IEKTPOHHbIX KOMMOHEHTOB HanNpAMYy C NPOM3BOACTB AMEPUKM,
EBponbl M A3uK, a TaK e C KpYNHEMLIMX CKIaJ0B MMPa;

- LUnMpoKas sMHeMKa NOCTaBOK aKTUBHBIX M MACCMBHBIX MMMOPTHbBIX 3/1EKTPOHHbIX KOMMOHEHTOB (6onee
30 MJIH. HAMMEHOBAHUMN);

- MocTaBKa C/IOXKHbIX, AeDUUMUTHBIX, IM60 CHATLIX C NPOM3BOACTBA NO3ULMIA;

- OnepaTMBHbIE CPOKM NOCTABKM NOA 3aKa3 (0T 5 paboumx AHEN);

- JKCnpecc JoCTaBKa B 06YH0 TOYKY Poccuu;

- Momouwb KoHcTpyKTOpCKOro OTAena 1 KOHCynbTauumu KBaMPULUUPOBAHHBIX MHXEHEPOB;

- TexHM4ecKaa nogaepkka NpoeKTa, NomMollb B NoA6ope aHanoros, NocTaBka NPOTOTUNOB;

- [locTaBKa 3/1EKTPOHHbIX KOMMOHEHTOB NoJ, KOHTposiem BIT;

- CUcTeMa MeHeaXXMeHTa KayecTBa cepTudmumpoBaHa no MexayHapogHomy ctaHgapTy 1SO 9001;

- Mp1 HEO06XOAMMOCTH BCA NPOAYKLUMA BOEHHOIO M adPOKOCMMYECKOrO Ha3HaYeHMA NPOXoAUT

MCMbITaHMA M CEPTUMhMKALMIO B TaGOPATOPMM (MO COrIACOBAHMIO C 3aKa34YMKOM);
- MocTaBKa cneumanusmMpoBaHHbIX KOMMOHEHTOB BOEHHOMO M a3POKOCMMYECKOr0 YPOBHSA KayecTBa

(Xilinx, Altera, Analog Devices, Intersil, Interpoint, Microsemi, Actel, Aeroflex, Peregrine, VPT, Syfer,
Eurofarad, Texas Instruments, MS Kennedy, Miteq, Cobham, E2V, MA-COM, Hittite, Mini-Circuits,
General Dynamics u gp.);

KomnaHua «OkeaH JNEeKTPOHMKKU» ABNAETCA oduuMabHbIM AUCTPUOLIOTOPOM M SKCKJIHO3MBHbBIM
npesctasuteneM B Poccum ofHOrO M3  KpPYMHEMWMX MPOM3BOAMUTENIEM Pa3beEMOB BOEHHOMO W
A3pPOKOCMMYECKOro Ha3sHavyeHuMs <«JONHON», a Tak Xe oduuMaibHbiIM AUCTPUOBIOTOPOM MU
JKCK/II03MBHbIM nNpeacTaBuTenieM B Poccvn npousBoauTENA BbICOKOTEXHOIOMMYHBIX M HaAEXHbIX
peweHun ans nepeaaym CBY curHano «FORSTAR>.

«JONHON> (ocHosaH B 1970 T.)

PasbeMbl crneumanbHOro, BOEHHOMo M A3POKOCMHNYECKOIo
Ha3Ha4YeHHA:

JONHON (MpuMeHsOTCA B BOEHHOM, aBMALMOHHOM, a3POKOCMMYECKOM,

MOPCKOM, KeNe3HOAOPOXKHOM, TOpHO- M HedTeao6biBatoLLeN
0Tpac/AX NPOMbILLIEHHOCTH)

«FORSTAR> (ocHoBaH B 1998 r.)

BY coegmHmnTENN, KOAKCHaNbHbIE Kabenn
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KabenbHble COOPKM M MMKPOBONIHOBbIE KOMMOHEHTbI: FORS 'AR
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(MpuMeHsaTCA B TEJIEKOMMYHMKAUMAX  FPaXXAaHCKOro M
cneuManbHOrO HasHayeHus, B cpeacTBax cBA3sM, PJIC, a TaK xe
BOEHHOM,  aBMALUMOHHOM M AdPOKOCMMYECKOM  OTpacisx
NPOMBILLNIEHHOCTH).

TenedoH: 8 (812) 309-75-97 (MHOroKaHasbHbIN)

dakc: 8 (812) 320-03-32

DNIeKTpPOHHas noyTa: ocean@oceanchips.ru

Web: http://oceanchips.ru/

Appec: 198099, r. CaHkT-leTepbypr, yn. KananHuHa, 4. 2, Kopn. 4, amT. A




